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Abstract
Three applied-field MPD thruster geometries were tested with argon propellant to
establish the influence of electrode geomety on thruster performance. The thrust increased
approximately linearly with anode radius, while the discharge and electrode fall voltages
increased quadratically with anode radius. All these parameters increased linearly with
applied-field strength. Thrust efficiency, on the other hand, was not significantly
influenced by changes in geometry over the operating range studied, though both thrust and
thermal efficiencies increased monotonically with applied field strength. The best
performance, 1820 sec Isp at 20% efficiency, was obtained with the largest radius anode at
the highest discharge current (1500 amps) and applied field strength (0.4 Tesla).
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electron Larmor radius, cm
thrust, N
electron temperature, eV
Alfven critical ionization velocity, m/s
discharge and electrode fall voltages, V
linear distance
Debye length, cm
thrust and thermal efficiencies
electron number flux
electron mobility and permeability of free space
electron cyclotron frequency, s-1
electron - ion collision frequency, s"1
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Introduction
Analyses of lunar and Mars missions utilizing nuclear electric propulsion systems
have shown that the thruster specific impulse should be between 5000 and 8000 seconds
with an efficiency over 50 percent 1. In addition, the propulsion system must deliver a total
impulse of approximately 1 x 109 N-s while operating at average power levels between 2
and 10 MW1, 2. While MPD thrusters may be able to fulfill these requirements, the large
disparities between the mission requirements and the capabilities of current technology have
forced a multi-faceted approach to address these issues, including direct measurements in
quasi-steady thrusters at multi-megawatt power levels and scaled testing of steady-state
thrusters at lower powers. This paper presents preliminary results of one aspect of the
research directed at establishing the feasibility and practicality of MPD thruster technology.
The highest efficiencies and specific impulses are reported for multi-megawatt
quasi-steady MPD thrusters with applied magnetic fields using hydrogen propellant, with
reported values reaching 70% at 7000 seconds Isp 3. Quasi-steady self-field thruster
efficiency is generally lower3-5. Thrusters utilizing other propellants (Ar, He, NH3, N2,
and Ne) have still lower performance, with peak values of approximately 30 - 40% and
specific impulses up to 4000 seconds 2. Results for steady-state thrusters operated at
powers up to 600 kW cover a similarly wide range, with the highest performance reported
with an applied field thruster operated on lithium at powers below 30 kW (7000 sec Isp,
60% efficiency6). Self-field thruster testing at powers up to 600 kW has been done with
argon 7, with a maximum performance of less than 25% efficiency at 1500 seconds Isp.
Results to date have been obtained with a broad range of thruster geometries, with
power levels ranging from tens to thousands of kilowatts, propellant flow rates from 0.005
to 10 g/s, and a variety of propellants. The very range of the MPD thruster research makes
it at present difficult to conclusively establish the performance trends for either self or
applied-field thrusters. This problem is compounded by the lack of detailed theoretical
models to guide the design of more efficient thrusters. Previous modelling efforts for both
self-field8, 9 and applied-field 10-12 thrusters have shown substantial promise, but they have
not been verified or implemented for a variety of thruster conditions to indicate directions
for research. For example, the importance of the shape and strength of the magnetic field
or the electrode size and geometry are not presently understood. The combined lack of an
extensive database of directly measured performance and detailed models has precluded
significant advances in MPD thruster performance.
This paper presents preliminary results of an effort to systematically study the
impact of geometry and operating condition on MPD thruster performance. Following a
description of the test facility and the thruster geometries, a summary of the performance
measurements will be given, including measurements of power lost to the electrodes.
Simple models are then used to interpret the observed trends.
Experimental Apparatus
Test Facility
The MPD thrusters were mounted on a thrust stand in a 3 m diameter, 3 m long test
section of a 7.6 m diameter, 21 m long main vacuum chamber. The 3 m diameter gate
valve between the test section and the main tank was opened after inserting the thrust stand
into the test section. The test stand is shown in Fig. 1. The tank pressure was maintained
below 0.07 Pa during testing at argon flow rates up to 0.14 g/s. Thruster power was
provided by a series-parallel network of 66 kW welding supplies with a maximum
capability of 3000 A at 88 V. The propellant for these tests was argon. Propellant flow
rates and thrust levels were calibrated to within 5% and 2%, respectively. In-situ thrust
calibrations were done using a motor driven weight suspension apparatus. Details of the
thrust stand and its calibration, tares, etc., are given in Ref. 13.
The thruster discharge was initiated using a combination of a 1 kV, 2 amp power
supply connected across the thruster electrodes and a short duration gas pulse to
temporarily raise the thruster chamber pressure. The main power supplies were protected
from the high voltage pulse using blocking diodes in series with the supplies. Generally a
1 - 2 second gas pulse followed by a 0.1 second voltage pulse was sufficient to ignite the
discharge. A short current overshoot, lasting 1 - 3 seconds, preceded stabilization at the
preset current level.
Water cooling tbr the thruster and applied-field magnet was provided by two
closed-loop heat exchangers. The water pumps supplied up to 0.8 1/sec at a pressure of
1MPa. Water flow rates were measured using turbine flow meters calibrated to within 2%.
Further descriptions of the facility are found in References 13-15.
MPD thrusters and Applied-Field Magnet
The MPD thruster geometries tested in this work are shown in Fig. 2. These
coaxial thrusters consisted of a central 1.27 cm diameter, 2% thoriated tungsten cathode
with an annular copper anode. The anodes were water cooled along their entire length,
while the cathodes were water cooled behind the thruster backplate. Two cylindrical
anodes and one flared anode were tested in this work. To permit comparisons between
geometries the "effective anode radius" of the flared anode was defined as the average of
the upstream and exit plane radii. While this appears arbitrary given our limited knowledge
of the current distribution, reasons for the choice will become clear in the next sections.
Thruster dimensions are given in Table 1. Geometries A and B were modified versions of
commercially available plasma sprayers. These designs used O-ring seals, which failed at
high input powers. These rubber seals were eliminated in geometry C, which extended the
thruster power range.
The applied-field magnet consisted of a solenoid made from 46 turns of water
cooled copper tubing (1.27 cm O.D, 0.89 mm wall ) in a 14 cm ID, 15 cm long spool. The
magnet had four layers of ten coils each, and a final layer with six coils. Thrusters were
placed in the magnet such that the thruster exit plane was aligned with the magnet face to
reduce the heat transfer to the solenoid from the thruster plume. The magnetic field at the
magnet center reached a maximum of 0.4 Tesla with 1500 amps through the solenoid. A
typical plot of axial applied-field strength vs. axial position along the centerline is given in
Fig. 3. The axial field strength at the thruster exit plane is plotted vs. radius in Fig. 4. In
this paper, the axial field strength at the centerline of the thruster exit plane is used as the
reference value.
Experimental Results
The discharge voltage and thrust for the three thruster geometries, operated at a
discharge current of 1000 amps and an argon flow rate of 0.14 g/s, are plotted versus the
applied magnetic field strength (at the centerline of the thruster exit plane) in Figures 5 and
6, respectively. The discharge voltage increased approximately linearly with applied-field
strength for all geometries. Linear least-squares fits to these data showed that for the two
cylindricalgeometriestheslopeof thedischargevoltageversusappliedfield strengthcurve
increasedquadraticallywith theanoderadius,while theflaredanodehasa lowerslopethan
that implied by this relationship. The curve-fit resultsaresummarizedin Table2. For
example,the slopefor geometryA, with aradiusof 1.3cm, was37.2VFfesla,while for
g.eometryC, with aradiustwice thatof geometryA, this slopewas149.8V/Tesla,or four
tamesthe slopeobservedwith geometryA. This scalingrelationshipwill bediscussed
further in thenextsection.No clearcorrelationswerefoundbetweenthedischargevoltage
slopeandtheanodeor cathodelength,or with thedischargecurrent.
As shownin Fig. 6, the thrust level also increasedapproximatelylinearly with
applied-fieldstrengthfor all geometries,andtheslopeis againstronglydependentonanode
radius. As seenfrom thevaluesin Table3, however,thequantitativerelationshipbetween
theslopeandtheanoderadiusis not asapparent. To furtherstudythis geometriceffect,
two testswere conducted with thecylindrical geometries(A and C) in which both the
dischargecurrentandtheapplied-fieldstrengthwerevaried. As shownin Fig. 7, thethrust
increasedlinearly with theproductof thedischargecurrentandtheapplied-fieldstrength
(JdxB) for both geometries. In addition,thedatain Figure 7 showthat the slopeof the
thrust-JdxBcurveis directlyproportionalto theanoderadius.
Thethrust measurementsresultedin thespecificimpulsevalues,definedby
T
I,p= _ogo (1)
shown in Fig. 8. The maximum value of 1820secondswas reachedwith the largest
diameteranodeat thehighestdischargecurrentandmagneticfield strength.
The thrustefficiencies,definedby
W 2
r/T -- -- (2)
2rhVdJ d
are shown in Fig. 9 for a discharge current of 1000 A and argon flow rate of 0.14 g/s.
The efficiencies for all three geometries were comparable, though at low applied-field
strengths the smallest anode had a significantly higher efficiency. The efficiencies
approach 20 % for all geometries at high field strengths. It is clear that the efficiency of
the larger anode (geometry C) depended more strongly on field strength than the smaller
anodes (geometries A and B). In addition, the leveling off in the efficiency vs. applied
field curve observed for the smallest anode (geometry A) was not seen with the larger
anodes.
The principal cause of the low thrust efficiencies was electrode power deposition.
The fraction of the total power deposited into the electrodes was established using
calorimetric measurements of the water cooling the electrodes. These measurements were
used to establish the thermal efficiency, defined by
Electrode Power
r/_ = 1 - (3)
VdJ d
which is the fraction of the input power going into the plasma. The water flow rate to the
electrode cooling passages was adjusted to maintain a minimum of six degrees Celsius
temperaturechangebetweeninlet andoutlet. Thisensuredelectrodepowermeasurements
to betterthan 10%with athermocoupleaccuracyof 0.56degreesCelsius.
Resultsof thesemeasurementsareshownin Fig. 10,wherethethermalefficiency
isplottedvs.theappliedfield strength.Thethermalefficienciesfor thetwo smallerradius
thrustersareonly weaklydependenton themagneticfield strength,andthereis substantial
scatterin thedatafor geometryA. GeometryC, with thelargestanoderadius,showedthe
strongestdependenceonappliedfield strength,with valuesincreasingfrom 25%at 0.1T
applied-field to 40% at 0.4 T. It is clear that for all geometriesover 50% of the input
powerwasdepositedinto theelectrodes.
Theinfluenceo! themagneticfield on electrodepowerdepositionis moreclearly
shownusingan"effectiveelectrodefall voltage",definedasthetotalpowerdepositedinto
theelectrodesdividedby thedischargecurrent. Resultsfor thethreegeometries,shownin
Figure 11, indicatea linear rise in theeffectiveelectrodefall with magneticfield. The
smallestgeometryhasboth thelowestmagnitudeelectrodefall andtheslowestrise with
applied-field strength. The highestvalue, 44 volts, is reachedwith the largestthruster
(geometryC) at thehighestfield strength.Linearleast-squaresfits for thetwo cylindrical
geometries,summarizedin Table4, indicatethattheslopesincreasedquadraticallywith the
anoderadius. Onceagain,usingtheeffectiveradiusfor theflared anodethrusteryieldsa
slopetoohighfor thisrelationship.
Discussion
The above data have several implications. First, since thrust is approximately
proportional to the anode radius, and the discharge voltage is proportional to radius
squared, the thrust efficiency should be approximately independent of anode radius, as
observed. However, the thermal efficiencies for the three geometries were significantly
different for low applied-field strengths, with the larger anode thruster losing more power
to the electrodes. This indicates that the larger anodes must recover more of the energy
deposited into the plasma. Thus, while the overall power balance does not appear to
change, the relative magnitudes of the power sinks do.
The measured values of specific impulse, while low when compared to mission
requirements, are much higher than expected for simple self-field acceleration. Using the
standard self-field thrust equation with an effective anode to cathode radius ratio 16
(4)
for the geometries tested yields specific impulses of 52, 75, and 102 seconds, respectively,
for the test conditions. These values are orders-of-magnitude below those measured.
While at low applied-field strengths thermal effects may be important with the small anode
geometries, the high specific impulses observed for high applied-fields cannot be explained
by thermal acceleration of argon. It is clear that the dominant plasma acceleration was due
to the applied-field.
The theoretical model that most clearly lends itself to interpreting the above
measurements is that of Fradkin 10. He assumed that the applied-field acceleration was
dominant, that rotatiomd motion was converted to axial motion with constant efficiency,
and that the plasma followed a magnetic field flux tube, and solved the equations of
continuityandconservationof angularmomentumandenergyto establishtheparametric
behaviorof applied-field MPD thrusters. Fradkinexperimentedwith only onethruster
geometry,andsowasnotableto verify themodelpredictionswith regardsto anodeshape.
While highly simplified, someof thegeneraltrendspredictedby themodelagreewith
thoseobservedin thiswork. Specifically,Fradkinpredictedthattheelectromagneticthrust
anddischargevoltagescaleas
and
T=_22BJaraI1-3(r¢/2]ztr.) j (5)
v. = -t B J::
2rh (6)
where Vc is the voltage due to ohmic heating and the electrode falls. The thrust scaling
arises from the dependence of the applied-field torque on the product of the field strength
and the discharge current. Note that for the geometries studied, the second term in the
brackets is small. The linear increase of thrust with anode radius is due to the linear
decrease in current density with anode radius and the quadratic increase in cross-sectional
area. The voltage scaling arises from the back-emf (UxB) term in Ohm's Law: the
velocity is proportional to BJdr a (from thrust), so the product UxB scales as B2Jdra . The
second power of the radius arises from the linear increase in path length with anode radius.
The linear increase in thrust with BJdr a matches the results shown in Figure 7.
However, while the discharge voltage plotted in Figure 5 does increase quadratically with
anode radius, it does not appear to increase quadratically with the magnetic field strength
and testing revealed that it is not sensitive to the discharge current. This same discrepancy
was observed by Fradkin, who attempted to explain it by invoking the Alfven critical
velocity hypothesis. For a velocity limited case, the voltage should scale as
Vd --V_ + U_Br _ l--S- _ (7)
where Uc is the Alfven critical velocity. This has the same behavior as our measurements
except for the radius dependence. Thus, while the model correctly predicts thrust scaling
behavior, there is a problem with the voltage prediction which must be resolved by future
models.
The discrepancy between the geometry scaling for the cylindrical anodes and that
for the flared anode is most probably due to a non-uniform current distribution in the latter
geometry. To substantiate this conclusion, the "true effective anode radius" for the flared
anode (geometry B) was calculated assuming the scaling laws of V ~ ra2, T ~ ra and Ve -
ra 2, and using the measured slopes to calculate ra. The results were uniformly smaller than
the geometric average radius by between two and three millimeters, indicating that the
current attached preferentially on the upstream side of the anode in the flared anode
thruster.
The linear increase in the effective electrode fall voltage with applied magnetic field
indicates that the sheath is magnetized. This occurs whenever the electron gyro radius is
comparable to or smaller than the Debye length, and the electron cyclotron frequency is
muchlargerthantheelectron-ion collisionfrequency.Theseratiosarecalculatedfrom17
and
rt 7.5× 10TM
= mqm +n+ (8)
_'d eB
m+.__.__+= eBT_ 5 (9)
vc_ _ 2xl0_mcn_ln(A)
Note that the first relation is independent of temperature. Values for argon at several
magnetic fields and electron densities are given in Table 5. The Coulomb logarithm and the
ion charge were given constant values of ten and one (singly ionized), respectively, for
these estimates, so the results should be within a factor of two of actual values. The
electron densities bracket measurements made using electrostatic probes close to the
thruster exhaust plane TM. It is clear that for most of the operating conditions studied here
the electron Larmor radius is comparable to the Debye length and that electrons cycle about
magnetic field lines many times before undergoing a collision. These estimates substantiate
the conclusion that the magnetic field impedes electron motion in the sheath, and they have
important implications for methods used to model electrode processes in applied-field
thrusters.
The linear rise in effective fall voltage with applied-field strength can be explained
in part by considering the diffusion of electrons into the anode. Previous studies of steady-
state thrusters have concluded that the anode fall is the dominant source of electrode power
deposition, so that the data presented above are most likely representative of processes
occuring near the anode 19-21. The electron flux into the anode can be written as 22
_ dn_
Fo = -t) _ - _tonoL
(10)
Using the Bohm diffusion coefficient 17 for De and rearranging using Einstein's relation
between the diffusion coefficient and the electron mobility, we obtain
1 (16j,,B + k.i., dn,,+"]E = -_n+ dy J
(11)
which shows that, to a tirst order, the electric field required to maintain a constant electron
current increases linearly with magnetic field strength. Note that classical diffusion would
predict a quadratic increase in electric field with magnetic field strength, a dependence
which is clearly not observed in these measurements. Limitations of this argument include
its neglect of ion current and our lack of knowledge of how the other terms vary with
magnetic field strength.
Conclusions
Prelimary studies of the influence of applied-field thruster geometry on performance
showed that the anode radius had a large effect on thrust, discharge voltage and electrode
fall voltage for a given operating point. Specifically, thrust appeared to increased linearly
with anoderadius, andthedischargeandelectrodefall voltagesincreasedquadradically
with anoderadius. Thesequantitiesincreasedlinearlywith appliedfield strengthoverthe
operatingrangecoveredin this study, andthrust wasproportionalto theproduct of the
appliedfield strengthand the dischargecurrent. Theseeffectsare suchthat the thrust
efficiency is not significantly influencedby thrustergeometry,thoughboth thermaland
thrustefficiency increasedmonotonicallywith magneticfield strength. Theresultsshow
thatwhile thrustergeometrydid notdramaticallyaffecttheoverall thrusterpowerbalance,
the magnitudesof the dominantpowersinkschangedwith geometry. It is important to
notethat theoperatingrangestudiedheredid not includeregionswhereself-field effects
contributesignificantlyto plasmaacceleration.
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Table 1: MPD thruster dimensiop._
Geometry_ anode radius (cm) Anode Length (cm) Cathode Length (cm)
A 1.3 4.2 2.2
B 1.8 (effective) 5.4 2.2
C 2.6 7.6 7.6
Table 2: Discharge voltage sloaes and intercents
Geometry Anode Radius (cm) Slope (Volts/Tesla) Y intercept (Volts)
A 1.3 37.2 16.4
B 1.8 (effective) 54 22.2
C 2.6 149.8 10.6
Table 3: Thrust slooes and interceots
Geometry Anode Radius (cm) Slope (Newtons/Tesla) Y intercept (Newtons)
A 1.3 1.7 0.7
B 1.8 (effective) 2.2 0.8
C 2.6 4.1 0.3
Table 4: Effective electrode fall slones and intercepts
Geometry_ Anode Radius _'cm) Slope (Volts/Tesla) Intercept (Volts)
A 1.3 18.1 10.3
B 1.8 (effective) 23 15.1
C 2.6 73 12.7
10
Table 5:
B (Tesla)
0.1
0.1
0.1
0.1
0.4
0.4
0.4
0.4
Ratio of Larmor radius to Debye length and gvro frequency
to electron-ion collision frequency
n_.__.n_) "re (eV) q/_l o_
1011 1 1.4 8.8x10 3
1013 1 14.1 8.8x101
1011 5 1.5 9.8x10 4
1013 5 14.1 9.8x10 2
1011 1 0.4 3.5x10 4
1013 1 3.5 3.5x10 2
1011 5 0.4 3.9x 10 5
1013 5 3.5 3.9x10 3
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